
 في ثديح يذلا يرغتلا سايقو فاشكتسلا ادج ةمئلالما قرطلا نم يرغتلا فشك برتعي
 ةيناكمإ في يرغتلا فشك ةيهمأ نمكتو .ةددمح تاترف للاخ ةيرشبلاو ةيعيبطلا تائيبلا 

 راهظإ
 ةسارد في يرغتلا فشك قيبطت دعيو .ةرهاظلل ةيناكلماو ةيعونلاو ةيمكلا يرغتلا صئاصخ 
 ةيكيمانيدلا ةعيبطلا ببسب كلذو ٬ةمهلماو ةسيئرلا تلااfا نم ندلماو ةيرضلحا تائيبلا 

 ندملل
 ةلئاه ةيمك ىلع دمتعت تيلاو ةرادلإاو طيطختلا ثيح نم ندلما تابلطتم ببسب كلذكو 

 ةنيابتمو
 نع راعشتسلاا تvايب يرغ رخآ ردصم نم اهيلع لوصلحا بعصي دق تامولعلما نم 

 نإ .دعب
 يرغتلا ىلع فرعتلا ةـيناكمإ في نمكت دعب نع ةرعشتسلما تvايبلا مادختسا تازيم 

 هــــتعيبطو
 بناولجا ىلع فرعتلا وه ةساردلا هذه نم سيئرلا فدلها نإ .همييقتو هسايق كلذكو 

 ةفلتخلما
 ىلع فرعتلا اذه لمتشيو .ةدج ةنيدم ىلع اهقيبطتو يرغتلا فشك قرط نم ضعبل 

 صئاصخ
 م٢٠١٠ لىإ م٢٠٠٥نم ةترفلا للاخ ةدج ةنيدم ءازجأ ضعب في ثدح يذلا يرغتلا 

 مادختس�
 يرغتلا فشكل تvايبلا هذه ةمءلام ىدم مييقت كلذك . POT توبس رمقلا تvايب 

 ةئيبك ةئيب في
 :يه يرغتلا فشك قرط نم عبرأ قيبطت تم .يرغتلا فشكل ةفلتخلما قرطلاو ٬ةدج ةنيدم 

 ةقيرط
 ليلتح ٬فينصتلا دعب ام ةقيرط ٬روصلا ينب قيرفتلا ٬رشابلما يرصبلا صحفل� يرغتلا فشك 
 صحفلا جئاتن تناك ثيح قرطلا هذه قيبطت جئاتن تنيابت دقو .ةيساسلأا تابكرلما 

 يرصبلا



 قلعتي ام ةصاخ روصقلا ضعب اهفنتكيو ٬رثكأ ادهجو اتقو بلطتت اهنكلو ةحجv رشابلما 
 ديدحتب

 ميقو تvايبلا صئاصبخ سيئر لكشب ترث� دقف ىرخلأا قرطلا جئاتن امأ .يرغتلا دودح 
 ةبتعلا

 فينصتلا دعب ام ةقيرطو ةيساسلأا تابكرلما ليلتح نع جتن دقو .threshold دلحاوأ 
 جئاتن

 .ةديج 
 
 

Change detection is one of the remote sensing 
applications that 

suits best exploring and measuring changes that occur 
in both physical 

and human environments during specific times. 
Change detection is 

important in showing qualitative, quantitative, and 
spatial change of a 

feature. One main area of applying this technique is 
studying change in 

urban environments. This is because of the dynamic 
nature of such 

environments, and also the planning and 
administrating requirements 

that depend on huge and varied amount of information 
which might be 

difficult to acquire from any source other than the use 
of remotely sensed 

data. 
The advantages of using remote sensing is that it is 

possible to 
know the change, its nature, and measuring and 



evaluating it. Therefore, 
the main objective of this study is to explore different 

aspects of some 
change detection methods with application on Jeddah 

city. This includes 
recognizing change characteristics that occur in some 

parts of Jeddah 
city during the study time from 2005 to 2010 using 

SPOT data. Also, 
evaluating the suitability of SPOT data for change 

detection in the 
environment of Jeddah city, as well as different 

methods of change 
detection. 

Four change detection methods were applied namely: 
visual 

interpretation, Image Differencing, Post-
Classification, and Principal 

Components Analysis. The results of applying these 
methods varied. 

Visual interpretation was generally successful but 
demands more time 

and effort, and has its own limitations. Results of other 
methods were 

affected mainly by data characteristics and threshold 
value. However, 

principal component analysis and post classification 
produced good 

results. 


