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 :مستخلص

تناولت الرسالة دراسة الخصائص المورفومترية المساحية والشكلية والتضاريسية لحوو  واد  السسو،   

للقمور  SRTM نمووج  اررتااتوات الرقميوةشرقي مدينة جدة  باستخدام نظم المسلومات الجغرافية  وتوم اتتمواد 

بوي  خو،ا دوجس الدراسوة . م7102  لسام إندياورالصناتي  بهدف بنا  قاتدة بيانوات جغرافيوة رقميوة للحوو   وت 

 .أدمية استخدام التقنيات الحديثة في الدراسات الجيومورفية

 أ  للحو  الشكلية الخصائص نتائج أظهرت. كم37 03 يطهومح  7كم172 700 الحو  مساحة بلغت

 الشوكا ومساموا  70 1 ارسوتدارة قيمة وبالتالي فهي غير متناسقة الشكا ل،ستطالة  تميا الرتب أحوا  أغلب

 تاريو  بجروة تتمتع أنها والثانية الأولى الرتب لأحوا  المستخرجة القيم وتدا  00 7 ارندما  ومساما  1420

 بقودرة الحوو   مخور  إلوى واحودة   دفسوة   شكا تلى الجارية المياس كتلة لوصوا وجلك الكبرى؛ الرتب م  أتلى

 أ  واسوتننتج. الودائر  الشوكا تو  مبتسودا   للكمثور   يميوا شوكله أ  تلوى 14.0 ارنبسوا  مساموا دا .تاليوة حت

 .الشباب مرحلة في رزالت للحو  التحاتية الدورة

 الصوواة ودووي التضوور   بشوودة تتميووز ارسووتطالة شووديدة الأحوووا  أ  التضاريسووية الخصووائص نتووائج تبووي 

 التضور  وقويم النسوبية التضاريسوية بوي  طرديوة الس،قوة وأ  والخامسة  والرابسة الثالثة الرتبة لأحوا  الغالبة

 الوبس  بسضوها مو  النهريوة الروافود تقارب تلى يدا ودجا خش   بأنه الطبوغرافي النسيج يوصف .وارستطالة

 .النهر  والتكرار التصرياية بالكثافة متأثرا  

وإجمووالي الروافوود  السادسووة  الرتبووة بلوو نتووائج الخصووائص المورفومتريووة للروافوود النهريووة أ  الحووو   موو 

 المختلاوة الرتوب أ  تلوى النهر  والتكرار النهر  والتسر  التصرياية الكثافة قيم أغلب تقارب دا. رافدا  7720

 . والتركيبية المناخية الظروف لنا  تسرضت بالواد 

واد  ديودرولوجيا   وتقيويم درجوة خطوورة الأحووا  شورقي مدينوة الأوصى الباحث بدراسة منطقة حو  

لتساما مع الخطر قبا حدوثوه  وارسوتاادة مو  قاتودة البيانوات التوي توم انشوا دا حووا في اق جدة  للتخطيط المسب  

تطبيق مزيد  م  الدراسات المورفومترية تلى بواقي الأحووا  المائيوة  جلكك. الخصائص المورفومترية للحو 

 .المطلة تلى مدينة جدة؛ لبنا  قاتدة بيانات شاملة حوا الخصائص المورفومترية والهيدرولوجية

  

https://www.geospatialtechnology.com/content.php?r=235
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Abstract:  
This Thesis examined the morphometric, spatial and morphological characteristics of 

the Wadi Al-Asala basin, east of Jeddah, using geographic information systems. The Shuttle 

Radar Topography Mission  (SRTM) satellite was adopted for Endeavor satellite, 2017. 

With the aim of building a digital geographic database for the basin. This study shows the 

significance of using modern techniques in geomorphic studies. 

The area of the basin was 299.024 km2. The results of the morphological 

characteristics of the basin showed that most grade basins tend to elongate and therefore are 

inconsistent in shape. The value of circularity is 0.21, the shape coefficient is 0.41 and the 

Coalition coefficient is 2.19. The extracted values of the first and second grade basins 

indicate that they have a higher discharge peak than the major grades. This is because the 

running water mass reaches in a single batch to the outlet of the basin, with high capacity. 

The lemniscate Ratio of 0.61 indicates that it tends to pearly shape, away from the circular 

shape. It is concluded that the pelvic cycle is still youngish. 

The results of the histrionic characteristics show that the highly elongated ponds are 

characterized by strong anchoring, which is the predominant characteristic of the third, 

fourth and fifth grade basins, and that, the relationship between the reliefs and relative 

values of the torsion and elongation is positive (or is direct). Topography is described as 

coarse, indicating the affinity of river tributaries from each other. It is affected by drainage 

density and river frequency. 

The results of the morphometric characteristics of the river tributaries suggest that the 

basin reached the sixth level, with a total of 2871 tributaries. The proximity of the drainage 

density, river sloping and river frequency values indicate that the different levels of the 

valley were exposed to the same climatic and structural conditions 

The results of the morphometric characteristics of the river tributaries suggest that the 

basin reached the sixth level, with a total of 2871 tributaries. The proximity of the drainage 

density, sinuosity index and river frequency values indicate that the different levels of the 

valley were exposed to the same climatic and structural conditions. 

The researcher recommends to investigate the area hydrologically and to evaluate the 

gravity to manage beforehand planning and benefit from the database set up about the 

morphometric features of the basin. Furthermore, apply morphometric studies on basins in 

Jeddah to build up a comprehensive database in terms of morphometric and hydrological 

features. 


