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صالملخ  

تصميم هوائي مطبوع بالاعتماد على صورة  كسورية سداسية .  تم بحول الله وقوتهفي هذه الرسالة ،  

تم محاكاة عمل الهوائي من خلال برنامج المحاكاة الكهرومغناطيسي لدراسة مدى تأثير الحدود الكسورية  وكما 

تأثير حجم الهوائي علي جميع خصائصه. بالنسبة لكل الهوائيات التي تم  تم دراستكما ، الهوائيعلى خصائص  

بمحاكاة عرض النطاق الترددي و الربح ، بالإضافة إلى دراسة أنماط الإشعاع و كثافة  حيث قمنا دراستها، 

    .التيارات السطحية بالنسبة لكل ترددات الرنين

كافة الأجهزة لعمل القياسات اللازمة لتقييم مدى كفاءة الهوائي الكسوري  تركيبتصنيعه وأخيرا، تم و 

 .ومقارنة النتائج مع المحاكاة المقترح للتطبيقات الأمنية
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ABSTRACT 

In this thesis, we study the design of fractal-hexagon tags for chipless Radio 

Frequency Identification (RFID) applications. Printed tags were designed based on  

fractal-hexagon geometries. We have considered a regular hexagon, which we have 

modified it by applying an iterative procedure based on the fractal concept. We have 

obtained 4 tags next 4 iterations, which we have analyzed numerically with the 

commercial software CST, by determining their RCS when illuminated with an 

incident electromagnetic wave within the range 1-20 GHz. The designed structures 

were then analyzed numerically and experimentally in term of capacity of coding by 

determining their coding density.  

 

 


